
EBM-1K2SxxxMx ∆ҿ 1200W ꜠ ֥ ЇΊ IP66 ғ IP67 ЇῚ ῇ ҿ 176-
305VacЇҙΊ ꜗ ɼ ∆֥ Ҙҿ ɻ ɻUV-LEDɻ
Ї ᶱῪ DC ꜡ᶱ װ ᾩῗ ꜗ Ї ғ ┼ Ḫ ҿῚᶱ ɼ Ї ԓ

UART Ḫ ᾩꜗ ɼ Ї ⁵ Ї Ї ԋ֥

Ї ԋ֥ ɼῊ ᵣ Ḧ Ї Ḧ ɻ ῇ Ḧ ɻ ῇ Ḧ ɻ ₴ Ḧ ɻ

Ḧ Ḧ Ї Ḧ ԋ ֥ ɼ 
 

∆  
₴  

(mA) 

Ὴꜗ ₴ 

(mA) (1) 

₴  
ẅ

ЕЃ1Є1200WῊꜗ ₴ ɼ 
Ѓ2Є ᴌЕ100% Ї220VacЃ Ґ Ņ ņЄɼ 
Ѓ3Є Е200-240Vacɼ 
Ѓ4Єx=Gҿ ULɻENEC CCC Їx=Bҿ BIS ɼ  

  

 96% 

 ⁵ Ї  

 Ὴꜗ ₴ Ѓ ꜗ Є 

 ₴  

 ᾩ ┼ Е0-10VЇPWMЇ3  

 ᾩЇ ԓ UART Ḫ  

 ᾩῗ ҙ ᵤ ꜗ  0.5W 

 ꜡ ⱵЕ12VdcЇ250mA 

 ᾩ ị 

 └  

 Ḧ Е  6kV, ΐ 10kV 

 Ὴ ᵣḦ Е ῇ Ḧ Ї ῇ Ḧ Ї Ḧ Ї

Ḧ Ї Ḧ  

 ᵤ  

 IP66/IP67  

 5 Ḧ 
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₴  

 ẅ ῝ ẅ ẅ  

 -5%Ioset - 5%Ioset 100%  

₴ (Ioset)  
EBM-1K2S350Mx 
EBM-1K2S525Mx 
EBM-1K2S740Mx 

 
260 mA 
395 mA 
555 mA 

 
- 
- 
- 

 
3500 mA 
5250 mA 
7400 mA 

 

ꜗ ₴  
EBM-1K2S350Mx 
EBM-1K2S525Mx 
EBM-1K2S740Mx 

 
2600 mA 
3950 mA 
5550 mA 

 
- 
- 
- 

 
3500 mA 
5250 mA 
7400 mA 

 

₴ (pk-pk) - 5%Iomax 10%Iomax 100% Ї20 MHz BW 

< 200Hz ₴  
(pk-pk) 

- - 2%Iomax 100%  

꜠ “  - - 10%Iomax 100%  

₴  
EBM-1K2S350Mx 
EBM-1K2S525Mx 
EBM-1K2S740Mx 

 
- 
- 
- 

 
- 
- 
- 

 
500 V 
340 V 
240 V 

 

 - - ±0.5% 100%  

 - - ±1.5%  

꜠  - - 0.5 s 200-277VacЇ50%-100%  

 - 0.03%/C  - =0£C~Tc ẅ 

12V ₴  10.8 V 12 V 13.2 V  

12V ₴  0 mA - 250 mA ҿŅDim ņ 

12V ₴ ẅ @6W - - 500 mA 
6.0ms ῪЇ ẅ 500mA 

ҿ 2.2msЇҙ ẅҒ

250mAɼ 

12V ₴ ẅ @10W - - 850 mA 
5.2ms ῪЇ ẅ 850mA 

ҿ 1.3msЇҙ ẅҒ

250mAɼ 

 
 

 ẅ ῝ ẅ ẅ  

@220Vac 
EBM-1K2S350Mx 

Io= 2600 mA 
Io= 3500 mA 

EBM-1K2S525Mx 
Io= 3950 mA 
Io= 5250 mA 

EBM-1K2S740Mx 
Io= 5550 mA 
Io= 7400 mA 

 
 

93.0% 
93.5% 

 
93.0% 
93.0% 

 
93.0% 
93.0% 

 
 

95.0% 
95.5% 

 
95.0% 
95.0% 

 
95.0% 
95.0% 

 
 
- 
- 
 
- 
- 
 
- 
- 

100% Ї25° Ж 
‡ Ї ᵤ 2% 

 



4 / 14 
                             25C ‟Ґ ῝ ẅЇ ⌡ ɼ 

 
 

    

www.inventronics-co.com             Tel: 86-571-56565800           Fax: 86-571-86601139          sales@inventronics-co.com   

1200W ᾩ  EBM-1K2SxxxMx                                    Rev.G 
 

 

 ẅ ῝ ẅ ẅ  

@277Vac 
EBM-1K2S350Mx 

Io= 2600 mA 
Io= 3500 mA 

EBM-1K2S525Mx 
Io= 3950 mA 
Io= 5250 mA 

EBM-1K2S740Mx 
Io= 5550 mA 
Io= 7400 mA 

 
 

94.0% 
94.0% 

 
93.5% 
93.5% 

 
93.5% 
93.5% 

 
 

96.0% 
96.0% 

 
95.5% 
95.5% 

 
95.5% 
95.5% 

 
 
- 
- 
 
- 
- 
 
- 
- 

100% Ї25° Ж 
‡ Ї ᵤ 2% 

ꜗ  - - 0.5 W 230Vac/50HzЖ ᾩῗ  

 - 
203,000 
Hours 

- 
220VacЇ 25℃Ї80% (MIL-
HDBK-217F) 

 
- 

100,000 
Hours 

- 
220VacЇ 80% Ї 70℃ Ї

 

- 
54,000 
Hours 

- 220VacЇ 100% Ї 40℃ ɼ 

 -40°C - +90°C  

Ḧ  -40°C - +80°C 
5 Ḧ Ḧ  

: 10%RH to 95%RH 

Ỵ  -40°C - +85°C : 5%RH to 95%RH 

   
 (L × W × H) 
 (L × W × H) 

 
11.22 × 5.55 × 1.91 
285 × 141 × 48.5 

 
12.21 × 5.55 × 1.91 

310 × 141 × 48.5 

‰  - 3800 g -  

 

ᾩ  

 
  

 ẅ ῝ ẅ ẅ  

1-10V ҏ  -20 V - 20 V  

1-10V ҏ ₴  200 A 300 A 450 A Vdim(+) = 0 V 

ᾩ

₴  

EBM-1K2S350Mx 
EBM-1K2S525Mx 
EBM-1K2S740Mx 

10%Ioset - Ioset 
2600 mA  Ioset  3500 mA 
3950 mA  Ioset  5250 mA 
5550 mA  Ioset  7400 mA 

EBM-1K2S350Mx 
EBM-1K2S525Mx 
EBM-1K2S740Mx 

260 mA 
395 mA 
555 mA 

- Ioset 
260 mA  Ioset З 2600 mA 
395 mA  Ioset З 3950 mA 
555 mA  Ioset З 5550 mA 

ᾩ ῇ 0 V - 10 V 

ᾩ 0-10V ᾩ ɼ 
ῗ  0.35 V 0.5 V 0.65 V 

 0.55 V 0.7 V 0.85 V 

 - 0.2 V - 
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Ὴғ ῡ ‼ 

EMS ‼  

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge 

EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS  

EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV 

EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS  

EN 61000-4-8 Power Frequency Magnetic Field Test 

EN 61000-4-11 Voltage Dips 

EN 61547/KS C 9547 Electromagnetic Immunity Requirements Applies To Lighting Equipment  

ЕЃ1Є EMI ‼Їᵜ ԓ ᵲҿ Ί ҅ ⅎЇ Ί( ) EMI ῗ ɼ 
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Е  

1. Ғ ᾩ Dim- └ ₴ V- V+ҏЇ ∑ ꜠ ᵲɼ 
2. 0-10V Ḫ ᾣᴌЇ Ї ש ᾩ ɼ 
3. ᾩ ҿ 0-10V ᾩЇҙ ᾩ Dim+ Ї ꜠ ῗ ԓ ɼ 

 

 PWM ᾩ 
Ґҿװ ᾩ Е 

Dim+

Dim-

LED

V+

V-

Vaux

PWM 
Ḫ

 
3Е  

 

Dim+

Dim-

LED

V+

V-

Vaux

PWM 
Ḫ

 
4Е  

 
Е  
1. Ғ ᾩ Dim- └ ₴ V- V+ҏЇ ∑ ꜠ ᵲɼ 
2. ᾩ ҿ PWM ᾩЇҙ ᾩ Dim+ Ї ꜠ ῗ ԓ ɼ 

 
 ᾩ 

ᾩ ┼ Ҏ Е ᴂ -Ҳ ɻ - ⅎ ᴶ . 
 -Ҳ : Ẑ ᾩ Ҳ Ї Ӎ ᾩ ᴰ ꜠ ҩ ᵲ

ᵲ Ѓ 15ⅎ ῪЄ 
 - ⅎ : ҩ ᵲ Ѓ 15ⅎ ῪЄ, ᶡ ꜠ ᵲ Ѓ √

ᵲ ᶡ ꜘ  Є 
 ᴶ Е ᾩ ᵲ 
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https://cn.inventronics-co.com/service_download.html
https://cn.inventronics-co.com/product_info/201.html





