EBS-040SxxxBT2 Rev.D 40W Class I/l NFC DALI-2 & D4i
NFC
DALI-2 & D4i
AC /3
<0.5W
24Vdc 125mA  3W( 10W)
16Vdc DALI-2
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LED
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EBS-040SxxxBT2 40W NFC IP20 176-305Vac
AC DC
DALI-2

D4i

@)

@)

(4)

30-450 mA | 300-450 mA | 450 mA | 1767805Vac | 1) 1a3vac| 40w | 905% | 096 | EBS-040S045BT2
171~275 Vdc
45-700 mA | 450-700 mA | 700 mA | 1767805VaC | 5e eqvde | 40w | 905% | 096 | EBS-040S070BT26®
171~275 Vdc
70-1050mA |700-1050 mA | 1050 ma| 1767805 VaC | 19 o7 vue | a0w | 895% | 0.96 | EBS-040S1058T2®
171~275 Vdc
1 40w
2 200-240Vac
3 220Vac,100%
4 BIS EBS-040S045BT2
5 SELV
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EBS-040SxxxBT2 Rev.D 40W Class I/l NFC DALI-2 & DA4i

220-240Vac, 50-60Hz, 70%-100%

- - 10%

(28-40W)
-5%loset - 5%loset 100%
(loset)
EBS-040S045BT2 30 mA - 450 mA
EBS-040S070BT2 45 mA - 700 mA
EBS-040S105BT2 70 mA - 1050 mA
EBS-040S045BT2 300 mA - 450 mA
EBS-040S070BT2 450 mA - 700 mA
EBS-040S105BT2 | 700 mA - 1050 mA
(pk-pk) - 5%Ilomax | 10%lomax | 100% 20 MHz BW
< 200Hz
- 2%lomax - 100%
(pk-pk)
- - 10%lomax | 100%
EBS-040S045BT2 - - 170 v
EBS-040S070BT2 - - 115V
EBS-040S105BT2 - - 75V
- - +1% 100%
- - +5%
AC
’ ’ 055 | 2o0vac 60%-100%
DALI-2
: ’ LOS | yo0vac 60%-100%
- 0.06%/ C - =0 C~Tc
24V 216V 24V 26.4V
24V 0 mA - 125 mA “DA-"
6.0ms 250mA
24V @6W - - 250 mA 2.2ms 1
25mA
5.2ms 425mA
24V @1o0w - - 425 mA 1.3ms 1
25mA
DALI-2 12 Vdc 16 Vdc 20 Vdc
DALI-2 60 mA
DALI-2 50 mA DALI-2 212V
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EBS-040SxxxBT2 Rev.D

40W Class I/l NFC

DALI-2 & DA4i

1 DALI-2
2 DALI-2

@220Vac
EBS-040S045BT2
lo= 300 mA 88.5% 90.5% -
lo= 450 mA 88.5% 90.5% -
EBS-040S070BT2 100% 25°
lo= 700 mA 88.0% 90.0% -
EBS-040S105BT2
lo=700 mA 87.5% 89.5% -
10=1050 mA | g7 o4 89.0% -
AC 1% - 1% 220Vac  100%
- - 05W 230Vac/50Hz
) 206,000 ) 220Vac 25  80%  (MIL-HDBK-
hours 217F)
) 110,000 ) 220Vac  80% 75
hours
-40°C - +90 C
-40°C - sc |8
10% RH to 90% RH
-40°C - +85°C 5% RH to 95% RH
(L x W x H) 5.24 x 3.03 x 1.30
(L x W x H) 133 x 77 x 33
- 2509 -

DA+, DA- 95V 16V 225V
DALI-2 DA+, DA- 6.5V oVv 6.5V
DA+, DA- 0 mA - 2 mA
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EBS-040SxxxBT2

Rev.D 40W Class I/l NFC DALI-2 & DA4i

EMS
EN 61000-4-2 Electrostatic Discharge(ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient/Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 8 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV
EN 61547
Electromagnetic Immunity Requirements Applies to Lighting Equipment

DALI-2

DALI-2® IEC 62386-101, 102 & 207
1 EN/IEC 61347-1 [ O ( )]
2 EMI ( ) EMI
3 DALI : 101, 102, 150, 207, 250, 251, 252, 253
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EBS-040SxxxBT2 Rev.D 40W Class I/l NFC DALI-2 & DA4i

EBS-040S045BT2(10=300mA) EBS-040S045BT2(10=450mA)
EBS-040S070BT2(Io=450mA) EBS-040S070BT2(lo=700mA)
7115
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EBS-040SxxxBT2 Rev.D 40W Class I/l NFC DALI-2 & DA4i

EBS-040S105BT2(10=700mA) EBS-040S105BT2(lo=1050mA)
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EBS-040SxxxBT2 Rev.D 40W Class I/l NFC DALI-2 & DA4i
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EBS-040SxxxBT2 Rev.D 40W Class I/l NFC DALI-2 & DA4i

15
- 15 ,
AC
AC 160-250Vac
AC 20Vac
AC 5V
1.
2.
LED LED LED
LED LED
LED
LED 1
LED
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https://cn.inventronics-co.com/product_info/203.html
https://cn.inventronics-co.com/product_info/203.html



https://cn.inventronics-co.com/product_info/204.html

EBS-040SxxxBT2 Rev.D 40W Class I/l NFC DALI-2 & DA4i

RoOHS
RoHS 2011/65/EU EU 2015/863
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EBS-040SxxxBT2 Rev.D 40W Class I/ll NFC DALI-2 & D4i
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