NSS-1K5DxxxBC Rev.A 1500W IP66
° Class |
[ ]
° 0.1%-100%
° 2*750W
° 300 ( )
° 97%
[
° NFC
° DALI-2 & D4i & DMX-RDM &
° 1*DT6  1*DMX
° 2*DT6  2*DMX
° DALI-2/DMX-RDM 44 fps
° AC + 1%
° LED
[ )
- &:- (€
[ ]
° 10kV, 10kV
: CB
- oty ()
° IKO8
° 5
NSS-1K5DxxxBC 1500W IP66 249-528Vac
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- - 0.75MIU | UL 8750; 480Vac/ 60Hz
0.70mA | IEC 60598-1; 480Vac/ 60Hz,
- - 6.09 A 100% 277Vac
- - 3.67A 100% 480Vac
0, -
2t i i 4.08 AZs 480Vac 25 10%Ipk
10%lIpk =20.0 ms
0.90 - -
277-480Vac, 50-60Hz, 40%-100%
) ) 20% (600 - 1500W)

-5%loset - 5%loset 100%
(loset)
NSS-1K5D210BC 21 mA - 2100 mA
NSS-1K5D210BC 1500 mA - 2100 mA
(pk-pk) - 2%lomax 5%lomax 100% , 20 MHz BW
< 3000Hz - 1%lomax - 70%-100%
(pk-pk)
- - 10%lomax | 100%
- - 600 V
- - +2.5% 100%
- - +5.0%
] ] 05 < DMX-RDM/
' 277-480Vac  40%-100%
i ) 10s DALI-2
' 277-480Vac  40%-100%
- 0.03%/°C - =0°C~Tc
DALI
216V 24V 26.4V Pioad = 0.1W
24V
- - 30V Pioad  0.1W
24V (pk-pk) - - 1.0V Pioad = 0.1W,fripple>10kHz
24V 0mA - 125 mA “DA-"
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NSS-1K5DxxxBC

Rev.A 1500W IP66

FCC Part 15

ANSI C63.4 Class B

This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions: [1] this device may not cause harmful interference, and [2] this device
must accept any interference received, including interference that may cause undesired
Operation.

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
. Surge Immunity Test: AC Power Line: Differential Mode 10 kV, Common
AC mains
Mode 10 kV
Outout - Common Mode: 3kV V1+/V2+ to PE V1-/V2- to PE
N B1000.4.5 P - Differential Mode: 1kV (V1+ to V1-V2+ to V2-)
Dimmin -Common Mode: 3kV DA+/DA- to PE
9 | - Differential Mode: 1kV DA+ to DA-
oTP -Common Mode: 3kV OTP to PE
- Differential Mode: 1KV OTP to V1+/V2+
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
DALI-2
DALI-2® IEC 62386-101, -102 & -207
1 EMI ( ) EMI
2 DALI Parts: 101, 102, 150, 207, 250, 251, 252, 253
o
AC ‘ DC ‘ (SELV)
AC /
DC /
(SELV) /
/
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NSS-1K5DxxxBC Rev.A 1500w IP66
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NSS-1K5DxxxBC Rev.A 1500W IP66
o
LED
OTP 90
Q1/Q2/Q3 | 500V PNP NEXPERIA / PBHV9050T
0603 SMD 3% EPCOS / TDK
R1 NTC 10KQ B57371V2103H060
B25-100=4480
R2/R3 1MQ Resistor 1M 1% -55~155 0805/1206 200V
([ ]
44 fps 100% 0%
3
3 3s
100%,23ms 100%,23ms 100%,23ms 100%,23ms 100%,23ms
0%,23ms 0%,23ms 0%,23ms 0%,23ms 0%,23ms
44fps = 44
® DALI-2
100% 100% v
90% 90% »
80% 80% ot
70% | . 70% | _ /
- 0.1% min s 0.4%_min pd
0, - 0, -
©60% 0 60% “a pg
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2 40% | 2 20% | /
30% |- 30% | //
20% || L/ 20% |
/1 L
10% % B 10% .
0% 1] 0%
0 50 100 150 200 250 0 50 100 150 200 250
8 8
DALI-2
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NSS-1K5DxxxBC Rev.A 1500W IP66

]
(Nem) (mm) (mm?)  (mm)
AC M25 55 9.9-14.7 | 16-14 1.5-25
DC M25 55 9.9-14.7 18-14 1.0-2.5
9-10
DALI/DMX M16 2.5 6.5-10 18-16 | 0.75-1.5
DALI/DMX M16 2.5 6.5-10 18-16 | 0.75-1.5
]

1 L&SA LED

2 V1- LED1-

3 V2- LED2-

4 V2+ LED2+

5 V1+ LED1+

6 oTP

7 DA+ DALI/DMX +
8 DA- DALI/DMX -
9 24V 24V

10 SHD DMX

11 SHD DMX

12 DA- DALI/DMX -
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NSS-1K5DxxxBC Rev.A 1500W IP66

NFES-1K2D NSS-1K5D-BC

RoHS
RoHS 2011/65/EU EU 2015/863
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